4’ so
| (Approx.)
. "E'

/-Eyebolr l

Snap

N Length as required

L* Minimum gap -~

STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION
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130

2°- 105

D = | g

Ez'- 0 grating

NS

l 1-4" | 2-0 Stondard | 72" ~
I Aluminum Grating » Standard
SIDE ELEVATION Alternate

(Showing Sdfety Chain W/0 Sign)

HANDRAIL DETAILS
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FRONT ELEVATION

Handrail pipe shali be ASTM B241 or B429, Alloy 6063-T6 or Alloy 6061-T6.

1'2“ - - 5'!
o jlz., Ill 31( . 1"
r D B R e
]
| %" ¢ hole_in_angle
3 " « Q_ﬂs—__.__._’_’g_ T T
B %"x3"x7 ¢ for %" & eyeboif with 8
= one nut and stoinless
Q.Q\éree/ washer, i € 367 ¢ hole for
d 1 pin chain ring
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21_ lolzu

re

hex head bolts, each with
nut and two stainless
Steel washers.
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27 m:gufnc = 3 vgfﬁc als @ > Instanl standard force-fit end caps
L \ u Pip ® or weld 3 end plates with b c.f.w.
and grind smooth. (All rail ends)
L 1 - I 3L 1 o i 3L O I rid I .
Fittings- ASTM B26,
Alloy 356-T7
or 15

aluminum pipe

@ Horizontal handrail member shall be continuous
thru fitting. Provide Tg** ¢ hole in fitting for
35" ¢ boit. Field drill 7g* ¢ hole in horizontal

rail member.

Provide locknut and two stoinless

steel washers for bolt. (Use 5g** eyebolts in
6" ¢ hotes on top rail at ends only.)
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ALTERNATE SAFETY CHAIN ATTACHMENT

SIDE ELEVATION s

(With Sign Present)

Drill_and ream for 3 ¢ bolt

FRONT ELEVATION

b, typ, =

Items not shown same as “Side Elevation” of “Hondroil Details" with two hexagon locknuls and
, two stainless steel washers.
P 35" x 3" x 7 %Jﬁj%. L4 @ ring-grip quick
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P PLAN steel ring each end
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SECTION P-P
NUMBER REVISION DATE
DESIGNED - - 20
CHECKED EXAMINED
ENGINEER OF BRIDGE OESIGN
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ENGIKEER OF BRIOGES AND STRUCTURES
CHECKED -
05C-A-8 6/01/2007

Details not shown same as "ELEVATION" at right.
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locknut, two Stainless steel washers

ASTM B221,
Alloy 6062-T6
or Alloy 6061-T6
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LIGHTING FIXTURE MOUNTS (IF REQUIRED)
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Each side
ELEVATION AT HANDRAIL JOINT

@ Field cut ends of light support channels shall be free of burrs or
hazardous projections and coated with zinc-rich primer or equivalent,

Field drilt 3" ¢ hole for 5 ¢ E

{3

eye-boll. (At approximately

Details not shown same as "FRONT ELEVATION"

elevation of upper handrail pipe.)

376 of chain required for
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PLAN AT _HANDRAIL JOINT

Details not shown same as "PLAN"

each location. (Approx.} (3)

Eyebolt

Stainless steel swivel

2

3-10" chain
(Approx.)

Stainless steel swivel
eye snap at handrail end

ALTERNATE SAFETY CHAIN ATTACHMENT

eye snap at handrail end

Sign panel

SAFETY CHAIN

l["\ Vertical member of walkway brocket

(No sign interference)

56" ¢ stainless steel eye-bolls.
Provide washer and hexagon locknut.

One required for each end of each walkway.

Walkway brocket
Eyebolt

Details not shown simitar to **Safety Chain'* Delails
(Walkway omitted for clarity)

Q) s Type 304L stainless stee! chain, approximately 12 links per foof.

@) Extrusions may be used in fieu of the details shown, with

approval of the Engineer,

CANTILEVER SIGN STRUCTURES

HANDRAIL DETAILS

ALUMINUM TRUSS & STEEL POST

District 1
Handrail Replacement
for Vierendeel
Sign Structure- Cantilever




